Rehab

SUITE

Hardware &
Software Manual

1 Feviewing mode Open Dvaplay session_ Qlert. INCREDIBLE. Bulk_Screen: Ml Gen - 20h B-Lateral Bor Video scx
Fle Semon Scees Et Omors Vew Hep

0 T o Y o - | 2 al2f3 als| ala]-|
Bi-Lateral comparison

Can you keep the red |
The light is off when there 1s less than 20%. '

Flephayrs) mede Opeon Duaplay sessson. Chors - INCREDIBLE. Bk Scrwen: Mi Gen - 200 Shkang Herde scr
Be Sesson Sgeens G Opfens New Heb

A o e e e e W e 11+ (VY XA

Open sesser G5 0059 817/ B OS50

v Thought Technology Ltd.

2180 Belgrave Avenue, Montreal, QC H4A 2L8 Canada
Tel: +1 (800) 361-3651, +1 (514) 489-8251 Fax: +1 (514) 489-8255 yo F'ac
E-mail: mail@thoughttechnology.com

Webpage: http://www.thoughttechnology.com



mailto:mail@thoughttechnology.com
http://www.thoughttechnology.com/

The Manufacturer:

Product Name:
Product #:
Device Name:

Device #:

EC REP

q

0413

Thought Technology Ltd.
2180 Belgrave Avenue
Montreal, Quebec, Canada
H4A 218

MYOTRAC3 REHAB SUITE
T9920

MYOTRAC3

SA9900

EMERGO EUROPE
Molenstraat 15

2513 BH, The Hague
The Netherlands

Tel: +31.70.345.8570
Fax: +31.70.346.7299

Rehab

MyoTrad@ Rehab Suite



CLASSIFICATION

N

Type BF Equipment
Internally powered equipment
Continuous operation

Read Instruction Manual

CAUTION

1 US Federal Law restricts this device to sale by or on order of licensed health care

practitioners.
WARNING

1 Do not operate active sensor within 10 feet of an operating cellular phone, similar radio
transmitting device, other powerful radio interference producing sources such as arc
welders, radio thermal treatment equipment, x-ray machines or any other equipment that
produces electrical sparks etc.

1 All encoders are totally isolated from line (110 or 220VAC) power due to battery operation
and fiber optic connections to computers. However, many hospitals and the FDA require
that computers, printers and any other equipment used with medical devices be electrically
isolated from line voltage to UL or CSA medical safety standards.

1 Do not connect inputs or outputs of the encoder or sensors to line powered devices, except
through the fiber optic cable.

1  The PC used with MyoTrac3 must be placed outside the patient/client environment (more
than 3 meters or 10 feet) or the PC must comply with EN60601-1.1 (system safety).

1  After use, the Disposable Electrodes may be a potential biohazard. Handle, and when
applicable, dispose of these materials in accordance with accepted medical practice and
any applicable local, state and federal laws and regulations.

1  To diminish the risk of spreading communicable diseases, always use good hygiene
practices with re-usable EMG electrodes, particularly if abrasive substances are used. In
all cases, refer to your facilityp s i nf ecti on control procedu

1 Radiated radio frequency electromagnetic fields can cause performance degradation in the
MyoScan-Pro EMG sensor. In the worst case, an RF field strength of 22mV/M can cause
a degradation of 1nV in the signal from the MyoScan-Pro sensor. Be sure to keep in mind
that a very relaxed muscle should provide an EMG reading of approximately 1-3nV.

1 Do not use in the presence of a flammable anesthetic mixture with air or with Oxygen or
Nitrous Oxide.

1 Not to be immersed in water.

ATTENTION

1 To prevent static discharge from damaging the sensor and/or encoders, use anti-static
mats or sprays in your working area. A humidifier may also be used to help prevent static
environments by conditioning hot, dry air.

1  Not for Diagnostic Purposes. Not Defibrillator Proof. Not for Critical Patient Monitoring.

1 To prevent voiding warranty by breaking connector pins, carefully align white guiding dot
on sensor plug with slot on sensor input.

1 Sharp bends or winding the fiber optic cable in a loop smaller than 4 inches (10cm) may
destroy the cable.

1  Afiber optic cable not fully pushed into its receptacle may cause the unit not to operate;
make sure that both ends of the cable are fully inserted into their receptive jacks and the
nuts are tightened firmly.

1  Make sure to remove electrodes from sensor snaps immediately after use.

1 Apply conductive gel only to electrodes; never put gel directly on sensor snaps.

1 Always use electrodes between the subject and the sensor.
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Do not plug third party sensors directly into instrument inputs. Plug only Thought

Technology Active Sensor cable connectors into instrument inputs. All EMG electrodes

and third party sensors must be connected to active sensors, either directly or through an
adapter.

Remove batteries when the device is not being used for extended period of time. Please
dispose of battery following national regulations.

INTENDED PURPOSE

1

Biofeedback, Relaxation & Muscle Re-Education purposes.

CONTRAINDICATIONS

1
1
1
1

NOTE

=

Bladder or Vaginal infection

Pregnancy

Menstrual Period

Patients with limited or impaired physical and mental capacity

Wipe encoder with a clean cloth.
No preventive inspections required, qualified personnel must perform maintenance.

The supplier will make available, upon request, circuit diagrams, component parts lists and
description or other information required for the repair of product by qualified personnel.

Manual No. SA7974 ver. 5.1

E copyright Thought-201@chnol ogy Ltd. 2003
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Introduction

SEMG biofeedback involves measuring the subject's muscle tension and conveying such information to them in real-
time in order to raise their awareness and conscious control of the related movement. It accelerates both the

t h e r aipstricctiodto the patient, and the patient's ability to complete specific movements. Its role in controlling
urinary and fecal incontinence is widely recognized and well-established.

By providing the user, and their therapist, access to muscular information about which they are both generally
unaware, SEMG biofeedback provides accurate, reliable, measurable, objective data to augment and support the
subjective reporting of the patient and observations of the therapist.

Microvolt (millionths of a volt) measurement values of muscle activity can be recorded and used to provide instant
feedback for motivation, learning and improved rehabilitation. They can also be turned into trend reports (within
and/or across sessions) to demonstrate with objective numbers the value of the therapy both to the patient and to the
service provider or payer.

OVERVIEW

The first portion of this manual will help you get your MyoTrac3 system up and running, and provide you with the
basics of how to use the main features of the BioGraph Infiniti software:

1 Installation and System Requirements
1 Getting Started

The second portion describes protocols (for assessment and training) for two applications:

M Part|: Skeletal Muscle Rehabilitation
1 Partll: Treatment of Incontinence

SPECIAL TK&AN

We would like to thank the clinicians of the Biofeedback Foundation of Europe, and especially Pedro Teixeira, for
their valuable contribution.

Pedro Mateus Pereira de Lima Teixeira: Licensed Physical Therapist in Porto, Portugal and BFE Project Manager for
International Research & Education on EMG.
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Installation and System Requirements

If you do not have the BioGraph Infiniti software setup in your computer, please follow the Installation Instructions
provided to install the program. Then follow similar steps to install the Rehab Suite.

Please make sure that your computer meets the following requirements before you install the BioGraph Infiniti
software:

1 Desktop or laptop with two monitor capacity.

1 CPU: 1.8GHz dual core processor or faster

1 Operating systems:

o Microsof t E 7WmeBremiusnEBusiness, Ultimate, or Enterprise

o MicrosoftE WiHomeBRasic, HomeRremim, Business, Ultimate, or Enterprise
with Service Pack 2

o MicrosoftE WrrofessionasoEHo®Edition with Service Pack 3

DirectX 9c or later (if this is missing, it will be installed with BioGraph Infiniti)

5071 60 gigabytes hard disk space for video recording and processing. (The software needs 2.5

gigabytes to install and run)

Mini mum RAM: 1 GB (Wi ndowsVE sXPa)E oorr 2WiGBd o(W¥iEn d

CD ROM or DVD drive

Video Card (minimum XGA, 1,024 x 768 monitor resolution)

32 bit compatible sound card & speakers

1 to 4 USB ports, depending on the desired number of Pro/Flex Infiniti encoders

1 to 4 serial com ports, depending on the desired number of ProComp+ encoders.

Mouse or compatible pointing device

Mi crosoftE Of fandEex cweiltEh (Worrd B eport generation

Compact Flash Reader (for use with compact flash card only)

Webcam 30 frames per second (for video purposes only)

Internet access (for updating software and receiving technical support)

LEASE NOTE:
When using WindowsE 7 Home Basic or BMiswk Homs Basioor Busiiess,d o
additional codecs must be installed to view camera and DVD.
Low speed CPUs (1.8 GHz or less) may be sluggish when running screens with multiple
instruments.

S| g AAAAAAAAAA A =a =4

=

This list shows the requirements for running BioGraph Infiniti 5.1 at the time this manual was written.
Update Information

Periodically, updates may become available for the BioGraph Infiniti software. Please contact your local distributor or
visit our website www.thoughttechnology.com for further information on how to obtain updates.

Rehe®  myoTrac® Rehab Suite 2
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Getting Started

The purpose of this guide is to help you set up your MyoTrac3 system, and to provide you with a rapid overview of
the main functions of the BioGraph Infiniti program. Please refer to the on-line help manual for a more detailed
description of all the functions and features of the program.

To open the on-line help, simply press the F1 function key, on your keyboard, from any dialog box in the program.
Because the on-line help manual is designed to provide contextual information, it will be automatically opened at the
section that discusses the dialog box from which the help was called. Also, please consult the manual that came with
your MyoTrac3 unit.

Note: Important safety information about operating your system is provided in the front matter of the manual
starting on page i.

SETTING UPVMAIRAGA SYSTEM

The following pictures illustrate the connection of the entire MyoTrac3 system. See the following pages for details
about how to connect the MyoTrac3 device to the computer, then how to attach the sensors to the patient and the
MyoTrac3 device.

fiber optic
cable
MyoTrac3
device

USB cable
to computer

pre-gelled

electrode
Channel A:

Vaginal/ Rectal
sensors or
Extender cables

Channel B:
Extender cables

Electrode and extender cable connections
Connecting USB cable (unit to computer)

1. Loosen the Output jack collar on the MyoTrac3 device and insert the fiber optic cable into the jack.

Rehgk MyoTrac® Rehab Suite 3



When the jack is loose, the cable should be inserted up to the ring marked on the fiber optic cable (about 1J of an
inch).

Note:  Ensure that the cable is inserted all the way into the jack and that the jack collar is screwed down firmly,
but do not over tighten.

Be sure that the ends of the fiber optic cable are cut cleanly and evenly, ptherwise you may not get a proper
connection (if necessary, do this with a sharp razor bladeorX-act oE bl ade; do not cut with sc

2. Insert the other end of the fiber optic cable into the TT-USB Interface.

Caution: Do not bend sharply or wind the fiber-optic cable in a loop tighter than about 4 inches. Doing so
can damage the cable and prevent the MyoTrac3 device from functioning properly.

3. Plug the TT-USB Interface into the USB port of
your computer.

USB Ports on a PC are generally located at the
back of the base unit. You may also find a USB
port at the front of your base unit; you can connect
the other end of the USB cable to it. On a laptop,
USB ports are usually located at the side or the
back of the laptop.

Note: USB ports are marked with the symbol \P .

MyoTrac3 device and TT-USB interface connections

Connecting the extender cable (unit to electrodes)

When connecting an extender cable, make sure to
properly line up the guiding dot on the top of the plug
with the notch in the device's input socket.

Forcing the plug into the jack in any other position may
damage your equipment.

Configuring the internal switches

The MyoTrac3 device allows you to set the bandwidths for Channel A and Channel B by using the dipswitches in the
battery compartment. Channel A represents the pelvic muscles sensor (vaginal or rectal sensor or perianal extender
cable) and Channel B represents the extender cable you have placed on the abdomen, thigh or gluteal muscles.

The default manufacture setting for the filter dipswitches is on the ON position. This defines a wide bandwidth of 20-
400Hertz (Hz) for both channels. This is the recommended filter setting. Switching to the narrow bandwidth (100-
400Hz) on channel B will be preferable when using an abdominal electrode placement since activity resulting from
the heart muscle might be picked up and create unwanted interfering signals. The narrow bandwidth will filter this
out.

Note:  Using the narrow bandwidth for the vaginal, rectal or perianal sensor may cause important information to be
missed. Channel A's dipswitch should always be set to the wide bandwidth (position 1, up) as it is used for
measuring the pelvic floor muscles.

Rehe®  wiyoTrac® Rehab Suite 4



The third switch is used to define the notch filter. This will remove any noise interference caused by nearby electrical
devices. The usual notch filter setting for North America is 60Hz. The electrical power system of most European
countries functions at 50Hz and so the switch setting would have to be changed.

Internal Switch Settings:

a. Dipl ON - Filter CH A, 20-400Hz
Dipl OFF - Filter CH A, 100-400 Hz

b. Dip2 ON - Filter CH B, 20 - 400Hz
Dip2 OFF - Filter CH B, 100 - 400Hz

c. Dip3 ON - Line Filter 50Hz
Dip3 OFF - Line Filter 60Hz

d. Dip4 Reserved for future use.
Inserting the Battery

The MyoTrac3 device requires one 9 Volt battery for power. The device operates best when you use alkaline
batteries, since Nickel-Cadmium (Ni-Cad) rechargeable batteries generally do not provide sufficient sustained charge.

1. Slide the bottom panel towards the back of the device.

2. Insert the 9 Volt battery in the compartment, making sure to properly orient the positive (+) and negative (-)
contacts of the battery on the springs in the compartment.

3. Replace the cover.

You can test the battery installation by turning the device on. The small LED between the Channel connectors will
light up. Upon power-up the MyoTrac3 Device will read the settings of the switches in the battery compartment and
set the internal filters accordingly.

FIRST TIME RUN

Before you begin
Ensure that BioGraph Infiniti 5.1 and the Rehab Suite have been installed on your computer.

To ensure compatibilitywit h t he Wi ndows Vi staE and Wiromdersios 30 forward,per at i ng sy
BioGraph Infiniti installs a different file structure from previous versions. As a result, only the Rehab Suite with the
version number 5.0 or later can be installed after BioGraph Infiniti 5.1 has been installed on your computer.

1 If this is the first time that you have installed BioGraph Infiniti

Confirm that your Rehab Suite is also version 5.1. This indicates that the Rehab Suite has been modified to
incorporate the changes to the BioGraph Infiniti system file structure and that all channel sets, screens, and
scripts are compatible with BioGraph Infiniti 5.1.

1 If you are updating BioGraph Infiniti from a version earlier than 5.0

The process will also update the file structure of any previously-installed version of the Rehab Suite (i.e., version
4.0 installed with BioGraph Infiniti 4.0). After you have updated BioGraph Infiniti to version 5.1, you cannot install
a Rehab Suite with a lower version number than 5.0.

If you need to install an older version of the Rehab Suite after installing BioGraph Infiniti 5.1, or if you have
problems installing your Rehab Suite, check for a solution in the FAQ section of the Thought Technology website
or contact our Technical Support.

Starting the system

After making the necessary connections briefly described above, turn on your MyoTrac3 unit.

Start the BioGraph Infiniti software. To do this, Y/ TTﬂ

A

1  Select BioGraph Infiniti in the Start Menu under Program Files\Thought B ;
. i0Graph BioGraph
Technology\Infiniti\. Irfinti Infintti Docs &
Editors

1  Double-click on the BioGraph Infiniti icon on the Desktop.
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Software Syst

[‘Aephcaion - Oper

The program always starts in the Main Menu
window.

.

ns Database StartSession Favourtes Help

MULTIMEDIA
BIOFEEDBACK

¢ BloGr@

INFINITI

Anywhere in the software, you can access contextual on-line help by pressing the F1

key on your keyboard.

Configuring the system

The first time you start BioGraph Infiniti, you have to configure your system. This takes only a few minutes.

Show/Hide File Names:

1  Select Options at the top left of the main screen.

1 Select Show/Hide File names from the drop-down menu.
1 Select Show or Hide, according to your preference.

Enable the Notch Filter Settings:

A notch filter is applied to certain raw signals to remove electrical
interference caused by the frequency used to transmit electricity.

1  Select Options at the top left of the main screen.
1 Select Notch Filters from the drop-down menu.

Displaying hidden file names ﬁ

All file names are hidden by default.
To display file names in all lists, go to the Option menu, dick Show/Hide File
Names, and select Show.

on‘t show me this dialog again.
[ Options | Database Start Session Favourites Help
Temperature Units >
Force Units »
Pacer Units »
Show/Hide File names »| ¥ Show
Notch Filters Hide

Compact Flash Options
Event Marker Labels

Application [Options Database Start Session Favourites Help

Temperature Units
Force Units
Pacer Units

v v v v

Show/Hide File names
Notch Filters
Compact Flash Options C K
Event Marker Labels
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1 Select EMG and set Frequency to 50Hz or 60Hz, depending

on the transmission frequency used in your country (60Hz for

North America, for instance). Then click OK.

[~ EEG

Note:

These settings stay in effect unless you change them.

Optionally, enable the Confidential setting. This helps protect the privacy of your clients

by masking their names in the client database.

- Frequency
{ " B0Hz

I~ EKG

v EMG

o I&Hz

Cancel |

1 Click Database to open the Main Database window.

Inactivity Period
1  From the Settings menu, select Confidential. The check mark indicates that the m
setting is enabled. Clinic Label
If you need to disable the Confidential setting, repeat these steps to remove the check User ID
mark.
Clients: Clients:
Full Marne 110 Num... | Full Marme | 1o M. |
Ballance, Tara 1 B, T 1
Flaorimond, Darian 4 [, Py 4
Diorimond, Flarian E Do, o B
Physialogy, Jane 9 Py, e 3

Notch Filter Options

Main Database

Settings Options

With the Confidential setting disabled With the Confidential setting enabled

Entering the key codes

The first time you start to record a session with BioGraph Infiniti, the software will check for the key codes and ask
you to enter them. You will also be asked to enter key codes if you have uninstalled and reinstalled BioGraph Infiniti,
or if this is the first time you are using your MyoTrac3 unit with your existing installation.

There are three ways to start recording a session. They are described fully in
the next section of this manual.

1 Quick Start: Click this option to record a Favorite session (page 8).

1 Start Open Display Session: Click this option to record an unscripted

session using your own selection of feedback screens (page 11).
1  Start Script Session: Click this option to record a script session (page 9). '
i Start Script Session J

Choose a method to start recording a session.

1. The Encoder Key Codes dialog box opens.

Encoder Key Codes X

Fleaze zelect an encoder senial number and enter a Key Code far it. E xpected phyzical channel configuration

| Senzor Type |
MyaTrac3 Intemnal
MyaTrac3 Intemal

E ncoder Input | Description
Key Code Configuration Table 14 MyoTrac3 Intemal - 14

l— 1B MyaTrac3 Intemnal - 18
>
Clear

Ok Cancel

Freturm taententa encadern Sers| {umbers
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2 Click to highlight your unitdés se
example, BB1324; this is the same number as on the back of the unit).

The serial number is found dﬁ ‘the~
back of the encoder.

3. Enter the Encoder Key Code (found inside the encoder battery compartment) in the Key Code text box.

4. Click _>| to move the serial number from the left table to the right table. The serial number should now
appear in the Configuration Table.

5. When done, click OK.

6. Now the Application Key Code dialog box opens.
7. Enter the Application Key Code. Please enter the Application Key Code.

This number is found in the battery compartment with the encoder key

code. |

8. When done, click OK.

Cancel |

Note:  Even if you are using more than one encoder, you need to enter only
one Application Key Code.

If the key codes have been entered properly and there is no problem with your encoder setup or your sensor
connections, the recording screen will open.

RECORDING A SESSION

Two types of sessions can be recorded with BioGraph Infiniti.

1 Open Display sessions are generally used for biofeedback training, when flexibility is important and you need to
be able to rapidly change the session parameters, depending on the client's reactions. The kinds of feedback
include various types of audio, such as music, tones, sounds and voice prompts. There are also visual media,
such as animations, and different graphs that change color when the signals pass their threshold markers.

1 Scripts allow the development of predefined protocols that provide clinicians the ability to group together varied
types of activities with specific display screens. The results produce a set of statistics that can be trended across
sessions to reflect patient progress and to help determine the type of exercise and/or practice that is needed by
the patient.

The type of session you select depends on what you need to do. Each type of session will be described in more detail
in the following sections of the manual.

Starting a session from a Favorite

A Favorite is a predefined session configuration that contains all the settings needed for recording, replaying, and
reviewing a session. Depending on the session type (script or open display), these settings can include scripts,
channel sets and screens, statistics for session reports, auto-rejection settings for review mode, and Excel data
export options. Favorites are intended to simplify and standardize the process of recording and reviewing sessions.

The Rehab Suite includes a number of preset open display and script sessions called Favorites. You can find them
listed in the Favorites table when you click the Quick Start button on the main BioGraph screen.
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Quick Start | x|

To start a session from a Favorite:

1. Click the Quick Start button on the main screen. o [P el r:;i‘:issemmpmmus =
\Wood, Chuck 14
- . Favorites
2. Select a name from the list of Clients. et : | = I
Dorimond, Florian 6 003 R -01 - Baseline R BASELINE. fur
. hysiology, Jane -02 - Maximal Force L fur
3. Optionally, choose a Category from the drop-down i B o | R e Roomme
list. Only the favorites belonging to the category will . % ko 2O e Th s NG e s
. R -06 - Low Back Pain Evalu... R LOW BACK PAIN EVALUAT...
display. R -07 - PatcloferralPan..« R PATELLOFEMORAL PATIE..
R -08 - Unstable Shouider E... ' R UNSTABLE SHOULDER EV.

4. Select a Favorite from the list.
Click OK.

If there is no problem with your encoder or sensor
connection, the recording screen will open.

Note: If this is the first time you are recording a

session, at this point the system will prompt you st | I Cancl
to enter key codes. See page 7 for more details.

6. Start recording by clicking on the Start button -I in the toolbar.
Starting a Script Session

Select Start Script Session from the Main Menu screen. This opens the Start Session screen where you go
through the process of selecting a client file and script, setting up session parameters, and launching recording mode.

Start Session
Fleass check your preferences. switch encoders ON and click Start
Clients: Sessions
Channel et Desaription
Full Name 1D N... | Ciric /D Date and Time Durslion
oo, Chuck. | 14 7 3 ika\elgl Muscle Rehabiltation
Balance, Tara 1 a0t GptDESa i Channel Set Deseripti
3 iptior:
Florimend, Dorian 4 02 Fi netable: Shouder Evalion Skelotal Muscle Rehabiitation
Derimond, Florian & 03 Screens I Picture View Seript Description:
Fhysiclogy. Jane 9 008 Desaiption | Fle Name e TDate Mod_| R Unstable Shoulder Evalustion
Teend,Saish 10 005 TUS-2ChLi. MITUS -2Chlineqt.. Training fsciipl]  3/15/200. Sersens ¥ Pictus Yiew
EEG, Guy 7 08 TUS - Overvi.. MITUS -Overview... | Instuctions  3/15/200. =
EMG. Ben 8 007 TUS -Weloa... MI TUS - Welcome-...  Instuctions /15/200.
TUS - 2Ch Line Graph [Evaluation 3)
‘ | D
TUS - Dverview (Evaluation 2] _,;I
Stat (e G Solles Channel Set Conliguration Add New Client ] i
Select New Soiipt T h bnail i fth
Statt: Dafault Setlings Define New Session Exit Script Sellings Cancel 0 see thumbn a_l Images of the
screens used in the chosen
Start Session script, select Picture View.

To record with a previously recorded script:

1. Selecta Client.

2. Select a previously recorded script session from the Sessions list.
3. Click one of the following Start options:

1 Start to rapidly start a new session with the same display screens and script settings as the selected
session. These include any changes you made to the client settings.

1  Start: Default Settings to start a new session with the default channel set settings instead of any changes
you made to the client settings for the selected session.

91 Edit Script Settings to modify script step durations and select different screens for specific steps of the
selected script (see Changing Script Settings, page 17).
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4.

Note: If this is the first time you are recording a session, at this point the system will prompt you to enter key
codes. See page 7 for more details.

When the recording screen opens, start the script by clicking on the Start button I and follow the on-screen
instructions.

To record with a new script:

1.
2.

Select a Client.
Optionally, select a previously recorded script session from the Sessions list.
Click one of the following New Script options:

1 Define New Session to select a new script.

1 Keep Virtual Channel Settings. Select New Script to keep the client's channel set and settings but select
a different script.

The Script Database window opens.

Please slect a script. Tum encoderls) ON and click OK,
Please select an Encoder Communication Protocol Script Categarizs
MyoTrac3 =] [Show ol categories =]
Description | Duration | Astivities | Channel Set D escription [ Categon [ Date Modiied [~
Baseine 00:00:15.000 | 1 Incontinence Treatment Assessment 6/5/2008 1:26:09 PM
Controlled Perineal Contraction 001510000 3 Incontinence Treatment Long Template Trairing 8/5/2008 11:57:20 AM
Held Perinesl Contraction 001230000 | 3 Incontinence Treatment Long Template Training 8/5/2008 11:57:43 AM
Masimal Force 0020030000 | 2 Incontinenee Treatment Assessment 8/5/2008 1:26:28 PM
Peiineal Contraction Hypertonicity 00:04:30.000 | 3 Incontinence Treatment Long Template Training 6/5/2008 11:58.08 AM
Perineal Cortraction Hypotonicity 001530000 | 3 Incontinenee Treatment Lang Template Training 8/5/2008 11:50:27 &M
Peiineal Cortrol EncTreatment 00:10:30.000 | 3 Incontinence Treatment Long Template Training 6/5/2008 1:34:09 PM
Perineal Cortral Mid Treatment 001030000 | 3 Incontinenee Treatment Lang Template Trairing 8/5/20081:3429PM ||
Peiineal Cortral Start-Treatment 00:10:46.000 | 3 Incontinence Treatment Long Template Training 8/5/2008 1:34:47 PM
Perineal Fesducation 1010 sec 000210000 | 3 Incontinenee Treatment Short Template Training 8/5/2008 12:03:03 PM
Perineal Reeducation 4-4 sec 00:01:10.000 | 3 Incontinence Treatment Short Template Training 8/6/200812:0317 PM
Peiineal Reeducation 48 sec 00130000 | 3 Incontinenee Treatment Short Template Training 8/5/2008 1:15:24 PM
Perineal Reedusation 612 sec 00:02.00.000 | 3 Incontinence Treatment Short Template Training 8/5/2008 1:15:44 PM
Perineal Reeducation &6 sec 00130000 | 3 Incontinenee Treatment Short Template Training 8/5/2008 1:16:04 PM
PMD 10-10 sec 10 Cycles 00:05:20.000 | 3 Incontinence Treatment Pelvic Muscle Training 8/5/20081:3523PM =
Seiipt Sereens, [ {Pictue Yiewt
( = N s - 1
= H _ nl
e e
Cortralled Perineal Contraction Trairing - 2Ch Line-Bar Graph
Channel Set Canfiguration Edit Script Settings | O, | Back | Cancel

Script Database
Select MyoTrac3 as the encoder communication protocol from the drop-down list at the top.

Optionally, choose a Script Category from the drop-down list. Only the scripts belonging to the category will
display.

Select a script from the list, and click OK.

Note: If this is the first time you are recording a session, at this point the system will prompt you to enter key
codes. See page 7 for more details.

When the recording screen opens, start the script by clicking on the Start button .I and follow the on-screen
instructions.

To record with a new client:

Click Add New Client, in the Client Data screen enter at least the person's first and last name, and click OK.
Select the new Client from the list.

Click Define New Session and when the Script Database opens, follow the remaining steps to record with a
new script.

Rehab
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Starting an Open Display Session

Select Start Open Display Session from the Main Menu screen. This opens the Start Session screen where you go

through the process of selecting a client file and channel set, setting up session parameters, and launching recording
mode.

Start Session x|
Please check your preferences, switch encoders ON and clck Star
Clits: Sessions

- Charnel Set Deserption:
FullName IO N [ Ciric D Chariel Set :
T W o Skeletal Muscle Rehabiitation
Ballance, Tats | 1 a0t 10/16/200812.43 53 PH | Skeletal Muscle Rehabiltation | 00:04:33.813
Floiimand, Derian | 4 w0z
Doimond, Flrian | & 03 Sereens % Picture View
Physiology. Jane | 9 04 =
Tiend,Saish 10 005
EEG. Gup 7 s
EMG, Ben 8 o7

Equilbration - 2Ch Balance Rati
Equilration - 2Ch BiL atersl BarVideo -
40 | AN 1 i
Start Keep Virtual Channel Settings. Chanvel Set Configuration Add New Client
Select Hew Screens
Start Defauit Setfings Define New Sessian Cancel

Start Session
To record a new session:
1. Create a new client as described above, or select an existing client from the list.
2. Select Define New Session to open the window.

The Select up to 5 Screens for Open Display Mode window opens.

Select up to 5 Screens for Open Display mode
Please select a Channel Set and up ta 5 screens. Tum encader(s) ON and elick OK.
Please select an Encoder Communication Protocal Please select a Channel Set and then a Screen Category
MyoTrac3 =] [Show all categories =l
Channel Set Sereens T Picture View
- .
Descrition |_Date Madiied [= e g
C e Al Control - 2Ch &nimal Game /1672008 3.54:14 ahd =
Skeletal Muscle Rehabiltation 9/9/2008 10:08 10 AM Control - 2Ch Filled Line Graphs 9/16/2008 3.54:35 &M 3 s
Contral - 2Ch Growing Shape: 9M16/2008 354:53 AM
Relaxation - 1Ch Bar Graph 9/16/2008 10:04:33 AM
Relaxation - 1Ch Earth Puzzle 9M6/2008 10:04:52 AM . ‘
Relawation - 1Ch Filled Line-Bar Graphs 9/16/2008 10,0516 AM ————
Relaxation - 1Ch Growing Fractal 9H6/2008 10:05: 3 AM T
Relaxation - 1Ch Parrot Puzzle 9/16/2008 10:06:04 AM
Relawation - 1Ch Partot Puzzle Bar Graph /1672008 1005 44 AM Frapart Freviow - 20 PHD Assossment 5 Activiies
Relaxation - 1Ch Smiley 9/16/2008 10:08:17 Ab
Relaxation - 2Ch Clasing Circle 9/30/2008 12 34:25 P —~
Relaxation - 2Ch Line-Filled Graphs 8/16/2008 10:08:16 Ad =
Relaxation - 2Ch Relaxation Green Light 9ME/2008 100544 AM
Relaxation - 2Ch Relaxation with VD 8/16/2008 10:08:567 Ah
Report-Feview - 1Ch Open Display 9/16/2008 10:09:35 AM
Report-Review - 2Ch PMD 10-10 sec 10 Cycles 8/16/2008 10:16:02 Ad A
Report-Review - Z2Ch Baseline 9M16/2008 10:13:18 AM
Report-Review - 2Ch Maximal Force 8/16/2008 10:13:58 Ad
Report-Aeview - 2Ch Open Display 9/16/2008 10:14:24 AM Strengthening - 1Ch Dolphin Puzzle
Report-Review - 2Ch Perneal Reeducation 8/16/2008 10:15:33 Ad LI TO see th um b n all | m ag es
of the screens available for
Channel Set Configuration 3 | Back | Cancel |
the chosen channel set,
Select up to 5 Screens for Open Display Mode select Picture View.

3. Select MyoTrac3 as the encoder communication protocol from the drop-down list at the top.

4. Highlight a Channel Set on the left. There is one channel set for skeletal muscle rehabilitation and another for
treatment of incontinence.

5. Optionally, choose a Screen Category from the drop-down list. Only the screens belonging to the category will
display.

6. Choose one to five Screens from the list, and click OK.

To select more than one screen, press down the CTRL key while clicking with the left mouse button.
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Note: If this is the first time you are recording a session, at this point the system will prompt you to enter key
codes. See page 7 for more details.

7. When the recording screen opens, start recording by clicking on the Start button l

ENING A SESSION

No duration is set for an Open Display session. It must be stopped manually by clicking the Stop button .l

The duration of a Script session is set at the time the script is defined. When the script reaches its end, recording will
automatically stop.

When the session ends, the following series of message prompts will appear and guide you through the process of
saving data, adding notes to the session file, and, optionally reviewing the data or recording another session.

1. Save session data:
You can save the session in Compressed format bUt, Do you want to save this session? Please remember:

Sessions saved with compression cannat be reviewed until decompressed!

unless your hard drive has very little space available or
you do not need to review the saved sessions, we -
recommend that you always Save, which uses non- Save Do Not Save Save Compressed
compressed format. : :

Compressed files cand6t be replayed, reviewed or trended unti
2. Enter Session Notes:

Here you can enter, if you want, a treatment code, a session description and some notes. Click OK to continue.

Session Notes

Training Code

Diescription

Motes ;l
E
Cancel
3. Review or replay the session: Infiniti Software System
You have the option to analyze the session data at this Do you want to review/replay this session now?
point. You can switch to review mode or replay mode.
After you review the data and close the viewing screen, | | Yes, swichto, | . Yes, switch o
the program displays the next message prompt. oA e il e it
4. Record another session with the same settings: Infiniti Software System

ﬂ If you selected_ No at the prewous message’ the . Do you want to record another session for the same dient with
program asks if you want to record another session I\ the same configuration?
with the same settings.

1 If you select Yes at this point, the recording screen will
reopen.
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5. Turn off your encoder: Infiniti Software System

If you selected No at the previous message, the program prompts you to
turn your encoder off. l ,  Remember to turn your encoder(s) off!

Click OK to return to the Main Menu screen.

You can also manually stop recording a script session by clicking the Stop button .l

In this case, you are prompted to confirm the command. Infiniti Software System

1 If you select No, the script continues recording normally.

1 If you select Yes, no data is saved for the session, and you are

prompted to record another session with the same settings
(message 4, above).

The Scriptis not finished. Session data will not be saved.
! % Do you want to stop recording?

REPLAYING SESSIONS

Replaying a session allows you to play back a recorded session like a movie. This is especially useful if you have

recorded video with audio data. You can replay the session from any point in time and skip to event markers or script
activities and steps.

1. Select Database from the Main Menu screen.

2. Inthe Main Database window select the client whose session you want to replay.
3. Select the session from the right-hand table.
4

Click on Replay Session at the bottom.

Settings Options

Clients: Sessions:

FullName (10 Num... [ Clinie 10 [1 ] Date and Time [ Socript / ChannelSet_ [ Type [ Duration [ Desciplion [ state -
Wood, Chuck 14 10/15/2008 23117 PM__ Incartinence Trestment | Open | 00:00:04.250
Ballance, Taia 1 o1 10/16/2008 21432 PM | Incontinence Treatment | Open | 00.00:36.688
Florimand, Darian 4 0z OPM Incontinence Trestmen: | Open B
Derimand, Florian 3 [iie] X uscle Reha s [
Physiology. Jane 3 04 10/15/2008 124353 FM | Skeletal Muscle Fieha.. | Open | 000433813
Trend, Sarah 10 s
EEG, Guy 7 005
EMG, Ben [ 007

~ Client Option |- Gession Oplions
Ae New Cient | Edit Ciiant Data | Delete Cientfs) | Trend Report Delet Sessionfs)| Session Notes |  EwpotData | Review/ Report | Replay Session
Restore Cisnts) | Archive Client(s] | Import Clent(s] | Export Cliri(s] el dcn | el | B | SEES
P P data fif any] P P Decompress

Close

Main Database

5. The next step depends on whether you selected a Script session or an Open Display session to replay.

1 If you selected a Script session, the window Edit Channel Set Setting for Current Client opens.

Click Close to enter replaying mode.
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1 If you selected an Open Display session, the window

Review/Replay Session Confirmation opens.

i Channel Set Options
Incontinence Treatment

To replay the session using different screens from those

used to record |t’ CIiCk Se|ect Screens to Open the Select Channel Set Edit Wirtual Channel Settings
Select Screens window. Select up to 5 screens and Bt il s et e s

click OK to return to Review/Replay Session

Confirmation. ~Screens

Relaration - 1Ch Grawing Fractal

Click OK to enter replay mode.

Select Screens | Set Screen Order |

Cancel

Review/Replay Session Confirmation

6. Click on the Start button I to replay the session.

REVIEWING SESSIONS

After recording a session you can analyze the data by going into review mode. This mode allows you to scroll through
the graphs, look at statistics, and print out a report displaying the data in graphical and/or statistical form.

Review

1. Select Database from the Main Menu screen.

2. Inthe Main Database window select the client whose session you want to review.
3. Select the session from the right-hand table.

4. Click on Review/Report at the bottom.

The Review/Replay Session Confirmation window opens.

Review/Replay Session Confirmation x| Review/Replay Session Confirmation X |
i~ Channel Set Options i~ Channel Set Options
Skeletal Muscle R ehabilitation Skeletal Muscle Rehabilitation
Select Sciipt | Edit Virtual Channel Settings Select Channel Set | Edit Virtual Channel Settings
[~ Screens [~ Screens
Report-Review - 2Ch Assessment Report-Review - 2Ch Assessment

Set Screen Order | Select Screens | Set Screen Order |
0K | Cancel | Cancel
For a Script session For an Open Display session

5. Click on Select Screens.

6. Optionally, from the Screen Category drop-down list, select Report-Review or Expert. Only screens from the
selected category will be listed.

7. Select up to 5 screens and click OK to return to Review/Replay Session Confirmation.

8. Click OK to enter review mode.
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Rejecting Artifacts

The purpose of rejecting artifacts is to have reliable statistics, with the least amount of noise affecting the recording.
Rejecting artifacts can be performed while reviewing sessions. It can be done manually by the person reviewing the
data. First review the session to determine where the recording is most affected by noise. Then place artifact
rejection segments at these locations, by following these steps.

Press [Ctrl Drag

1338 1338 1340 1341 1342 1343 1344 1345 1346 1347 1348 1343 1350

Select the line graph containing the segment to be rejected. (The selected graph will display a magenta border.)
Press and hold the [Control] Key.

Place the cursor over one end of the rejected segment.

Click and hold the left mouse button. (You can release the [Control] key at this point.)

Drag the cursor across the segment to be rejected. The selected segment is highlighted in gray.

I T N

At the end of the segment, release the mouse button.

Note:  You can place artifact rejection segments only on single-line graph instruments. If you get an error message,
you have to select a different screen for reviewing.

Calculating Statistics

1. To calculate statistics for a session, click the Calculate Statistics button in the tool bar.
A message confirms that the program is processing session data and then the Statistics window opens.

2. Click Close to close the window.

Activity | Activity Description [ Step__ [ Step Desciiption [ Statistic Description | Value [ &

2 Fre-baselne 7 Frebaselne A: Mean a4

2 Pre-bassline 1 Frebaseine 8: Mean 479

2 Pre-baselie 1 Frebaseine A:Varishiily 07

2 Pre-bassline 1 Prebaseine 8: Varizbity 0

3 Work/Rest 1 Onset 4 Fise time [seconds) 0w

3 Wark/Rest 1 Onset 8: Rise ime (seconds 0w

3 Work/Rest 2 Work 537

K ‘wiork/Rest 2 Work 688

3 Work/Rest 2 Wark i

K ‘wiork/Rest 2 Work a72

3 Work/Rest 2 otk 007

3 Work/Rest 2 work (]

3 Work/Rest 3 Releass 500

3 Work/Rest 3 Fielease 500

3 Wark/Rest 4 Rest 438 x|

Rejection Duraiions

Activity | Activiy Description Activity Duration | Rejection Duralions (sec) | Rejection Durations [%]|
Fre-hasslie 10.00 039 EES]

3 Wark/Rest 000 129 129

+ Postbaseline 10.00 05 245

Fose |

Note: This is the Statistics window for a script session. The Statistics window for an open display session is
similar, but does not display a list of rejection durations for individual activities.

Generating Session Reports
In review mode BioGraph Infiniti 5.1 can generate two types of session report.

1 Textreports are a standard feature of the software. A text report includes general information about the session
as well as optional information (session notes, statistics, markers) that you select. Text reports are generated
from Microsoft Word templates, and can be saved or printed using the Word functions.

A text report can be generated from any screen which includes line graphs or trend graphs. The Rehab Suite
includes many screens designed for generating reports, one for every type of training protocol. The various
training and reporting screens are described below, in the Screen Description section.
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1 Excel reports must be user-defined, and can be customized for specific analytical uses. The Rehab Suite does
not contain predefined Excel reports.

Text Report

This type of report is generated in review mode. You can enter review mode in one of two ways:
1 Immediately after recording a session (see Ending a Session).

1  From the Database window by selecting Review/Report (see Reviewing a Session).
When the Main Frame screen opens in Review Mode, follow these steps:

1. |Ifthis is an open display session, from the Options menu select Set Open Display Statistics and choose the
channels for which statistics should be calculated. (For a script session, statistics are defined in the script.)

2. If necessary, perform artifact rejection on the recorded data.

3. Click the Calculate Statistics icon | in the tool bar to recalculate the statistics.

4. If you have loaded more than one screen, open the screen from which you |
want to generate the report. Different screens can generate different S S E s e o
I’eports ) Flease select optional report settings:

¥ Session Notes

¥ Session Statistics

5. Click the Session Report icon =] 'l in the tool bar and select Generate
Text Report. The Session Report window opens.

¥ Session Markers

I Setting Instiuments

6. Select report components by placing a check mark in the desired boxes. | Sl
7. Click Generate Report to generate the report. Word opens and displays [ e Tune Frame Qetons
your report as a document. You can print or save the report using Word's W SemacsemEm e

Print and Save functions.

¥ Trend Instruments

[~ Trend Graph Scale Frame Options
Note:  Microsoft Word must be installed on your system for this function (‘:5'
to work. Span by span

Generste Report | Cancel |

Generating Trend Reports

The purpose of trend reports is to compare statistics across different activities in the same or multiple scripted
sessions. To generate a trend report, follow these steps:

1. From the Database screen, select a client file R TR T =]
and click on Trend Report. G

2. Select the type of session to be trended by

clicking on the proper radio button.

3. Choose a file name, and on the right side of the
table the sessions recorded will be displayed.

4. Select the number of sessions to be trended
using the [Shift] or [Control] Key, and then click
OK.

5. In Select Trend Report, choose a trend report
and click OK.

6. To generate a report in MS Word, click on
Generate Reports. You can save or print a
copy of the report by using Word's Save and
Print functions. e I

TOOL BAR OPTIONS

While recording, replaying or reviewing an open display session there are certain options that are available on a tool
bar found near the top of the display screen. To learn more about the tool bar, refer to the online help by pressing F1.

Rehe®  myoTrac® Rehab Suite 16



Toggling Between Screens

If you have chosen more than one screen you can view each one by clicking on the numerical buttons on the toolbar
at the top. Only up to five screens can be viewed (in the example below, there are four, where the third screen is
currently on display).

1]2]3 a|5]
Adjusting Scales and Threshold

By clicking on a graph instrument you can enable any of the scale and threshold options on the toolbar shown below.

_§|x|u| Min 0 Hmax [0 Hmea 2 Hme 5 = [30sec =

1 Vertical scale: The minimum and maximum scale values can be changed by clicking on the up and down
arrows to the right of the text boxes labeled with Max and Min.

1 The numbers increase or decrease by 0.1, but when you click on the button "_lﬂl, the numbers change by 1.

1  Multi line-graph Y1 and Y2 axes toggle: The multiple line graph has a left and a right vertical scale that can be
adjusted independently of each other by clicking on the toggle button.

LI Left vertical scale enabled.
il Right vertical scale enabled.

1 Threshold: The threshold line on a bar graph, line graph and animation scale can be adjusted in the same way
as the vertical scale. The text box labeled Thr1 is for single threshold graphs, while Thr2 is for double threshold
graphs like the multi-line graph that can have up to two guidelines.

1 Time scale: The default time for all the screens is 30 seconds. You can select a new time scale by clicking on
the drop-down menu.

CHANGING SCRIPT SETTINGS

The number and duration of activities in a given script session can be modified within the BioGraph Infiniti software.
You may want to change the screens that appear in a script as well as the duration of the session. The changes are
made just before the recording.

1. Inthe Script Database window highlight the script you wish to modify.
2. Click on Edit Script Settings.

Edit Script Settings
File

aript Aot
Seiipt Description . Number || Description [ Cocles | Duration |
Fi Unstable Shaulder Evaluation
1 Wielcometverview 1
Channel Set Desciiption 2 Pre-haseline 1 10.000 Cocles
Skeletal Muscle Riehabiltation 3 il iz 3 VLD
4 Postbaseline 1 10.000
Seript Duration: 00:00:50.000
P
Irstiument Step
Mumbeer | Deseription | Duration | Screen Description | Screen File Mame |
1 Dnset 1000 | TUS - 2ChLine Giaph Evalusti.. M| TUS - 2Ch Linegraph-E 3.ser Step Duration Same Siep Duration
2 o TLS - 2Ch Line firaph (Evaluati | MI TUS - 2Ch Linegraph-E 4 sor
3 Release 1.000 TUS - 2Ch Line Graph [Evaluati.. M| TUS - 2Ch LinegraphE Z.ser Change Screen Same Step Screen
4 Rest 4000 TUS - 2Ch Line Graph (Evaluati MI TUS - 2Ch Linegraph-E 3 scr
Stepardiicnresholds
~Phase
Mumber | Test Prompt | Duration | Screen Description | Screen File Mame
Pliase Duration Sarie Pliase Duraiion
[Shanae Sereen) Same Bhasesoeen
Rehab
s0ITE
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3. Highlight the activity to access the step(s) you wish to change.

Highlight the step and click on Change Screen to use a different screen, or Step Duration to change the time
length. Depending on the type of step, any of these buttons may be disabled.

Note: Changes are only saved for that particular session.

To learn more about this feature please refer to the on-line help manual provided by opening Edit Script Settings
and pressing F1.

USING A WEBCAM

When you see this logo on a screen in the manual, it means you can use a webcam with
this screen. You only need to connect your webcam to a USB port of your computer and

turn it on before you start the session.
Note: Your computer system must be connected to a video capture device, such as a

webcam, and the proper software installed, in order to use this function.

The software searches for a connected video capture device and activates it automatically. A preliminary testing
window will pop up, in order to adjust the camera. The video will be recorded with the session and can be reviewed or
replayed.

If you have more than one video capture device connected to your system, and want to use a specific one, place the
cursor on the video image and click the right mouse button, then select the device from the list:

Video capture devices #| « ATI Rage Theater VideolCapture
Logitech QuickCan Pra LUSE
USING A DVD

When you see this logo on a screen in the manual, it means a DVD can be used with this
screen. You only need to insert the DVD in the DVD player of your computer.

When the option Start DVD but Pause session is selected, you can launch a DVD,
access the DVD menu and start a movie while the program waits in Pause.

When you are ready to start recording data, click the Pause button. Recording will begin.

View Help

Graph Mode 3

|Esec. v| |1x |GOT0
Time Frame b
Jump Options 3 2
Start options » | @  Start both DVD and Session
¥ Sound Start DVD but Pause Session
Rehab
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Skeletal Muscle Rehabilitation

This chapter focuses on skeletal muscle rehabilitation.
Two types of protocols are described:

1 Assessment protocols

1  Training protocols (training techniques)

The following chart suggests how to use the different protocols. Assessment protocols help you to evaluate the
condition of your patient, before, during and after the treatment, and to choose the appropriate training technique. For
each technique, a choice of various protocols (screens) is proposed, allowing you to adapt the training to the patient
and the exercise you want them to perform.

Initial Assessment
(First visit)

Select a Training
Technique

!

Select a Screen

Revise or continue
Training Program

Perform a Training

|

|

|

Program
Assessment ) Rehabilitation Goal Met:
& Trend End of Therapy

The protocols can be in the form of open display screens (free sessions) or scripts (directed sessions), as described
in the Getting Started section (in the sub-section Recording Sessions, page 8).

All the assessment protocols are scripts. The training protocols are open display screens. For open display screens,
select the channel set Skeletal Muscle Rehabilitation.

ATTACHIECECTHES PREPARATION FOR TREATMENT

Connect the EMG electrodes to the extender cable, using the adaptors, and connect the cable to one input of the
device (see Setting Up the MyoTrac34 System, page 3).

The blue (positive) and yellow (negative) connectors of the extender cable are for the active electrodes, the black one
is for the reference.
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Before applying electrodes, be sure the skin surface is
clean and dry. Palpate the muscle to locate it.

Then place the electrodes on the muscle along the
muscle fibers as illustrated.

Make sure the electrodes are placed firmly on the skin,

and make good contact between the skin and Blue
electrodes. (Positive)
It is recommended to put conductive electrode paste or

cream on the EMG electrodes (grey area only) before Yellow
applying them to the skin. (Negative)

Then place the reference electrode (black connector)
anywhere on the body, but more proximally than the
active electrodes (yellow and blue connectors), as
shown on the picture.

Example of placement for EMG
(Wrist and Finger Extension)

Different types of electrodes can be used, for different types of placements:

==

i

T3402M i Triode electrode

Y
T3425 - UniGel electrodes

T3404 - Single strip electrodes

For more examples of electrode placements, please refer to your clinical guide, installed on your computer with the
other user documents (click on the BioGraph Infiniti Docs & Editors icon on your desktop).

ASSESSMENT PROTOCOLS (SCRIPTS

The assessment protocols are an asset to the standard examination of your patient. They allow you to objectively
quantify and documentt he st ate of gsclesur patientods mu

They will help you to detect hypo-tonicity, hyper-tonicity, faulty timing and faulty multi-muscle contraction, and to
decide on the training technique to use.

All the assessment protocols are kept in the Assessment script category.
SHORT AND SIMPLE PROTOCOLS

These protocols can be performed at the beginning of each visit. They allow you to quickly assessthepat i ent 6 s
muscle condition and get the training parameters of the day (sinceap a t i eonditiGhscan change over time).
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These are the short and simple protocols (with associated review screens) that
can be accessed by clicking the Quick Start button.

Category: REHAB i Assessment Protocols

The protocols used with 1 EMG are:

1 R 017 Baseline, with the review screen 1 Ch Baseline.

R7T 0271 Maximal Force, with the review screen 1 Ch Maximal Force.

R7T 0371 Endurance, with the review screen 1 Ch Endurance.

BASELINE
This protocol measures the resting level of the muscle. The patient must be asked to totally relax the muscle.
This protocol calculates two statistics: variability and mean.

1 Variability measures the neuromuscular stability. The lower the variability, the more stable the muscle. Since
there is no standard value that the variability can be compared to, it is recommended to measure the healthy side
and compare both results.

1 Mean is the average of the resting level throughout the session. This value will help you to detect potential
hyperacti vity. A healthy muscle should be able to gthe bel ow 5:
training goal of the day (see Training Protocols, page 28).

The script is divided into 3 steps:

1. Read instructions: Gives you an overview of what to expect; no data is recorded; press any key when you are
done.

2. Verify signal: Take the time to make sure the sensor and cables are connected properly. No data is recorded.
Pressing any key on your keyboard allows you to advance to the next activity.

3. Baseline: Relax muscles to determine new resting levels; duration is 15 seconds.

—— — o 1

e T e R e L e M

-
™ Verify signal and press a key to
Baseline b

col

s Maximum ean
255 72.35 8.54

(BioGraph Y

BioGraph Y|
o |

(BioGraph )|

1. Instructions 2. Verify signal 3. Baseline

At the end of the session, you can enter session notes (see Stopping a Session, page 12). We recommend entering
the name of the muscle in the description field.

You can then review the session with the screen Report-Review 1 Ch Baseline in the category Report-Review and
generate a session report. To learn how to review a session and create a report, please read Reviewing Sessions,
page 14.

You can also compare the two muscles, or report on the patie
Generating Trend Reports, page 16).

MAXIMAL FORCE

This protocol measures the maximal force of the muscle. The maximal force is the highest level of voluntary
contraction that a person can achieve without inducing unacceptable pain.

This protocol calculates four statistics: variability, maximum contraction, mean and area under the curve.

1 Variability measures the neuromuscular stability. The lower the variability, the more stable the muscle. Since
there is no standard value that the variability can be compared to, it is recommended to measure the healthy side
and compare both results.
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1 Maximum is the average of the maxima of all contractions. The comparison with the healthy side can highlight
potential hypo-activity. This maximum can also be used to set up the training goal of the day (see Training
Protocols, page 28). The mean can also be used.

1 Areaunder the Curve during work period indicates the level of energy produced by the contraction.
The script is divided into 3 steps:

1. Read instructions: Gives you an overview of what to expect; no data is recorded; press any key when you are
done.

2. Verify signal: Take the time to make sure the sensor and cables are connected properly. No data is recorded.
Pressing any key on your keyboard allows you to advance to the next activity.

3. Rest-work cycle: The patient relaxes and contracts muscles for 5 seconds, three times.

1o 15

Verify signal and press a key to continue,

Maximum Force

Atter venitying the signal in the next
recording.

(BioGraph ) (BioGraph )|

¢ BioCr(/xphs‘l

3. Rest-V\’/‘g;'I:(
At the end of the session, you can enter session notes (see Stopping a Session, page 12). We recommend entering
the name of the muscle in the description field.

You can then review the session with the screen Report-Review 1 Ch Maximal Force in the category Report-
Review and generate a session report. To learn how to review a session and create a report, please read Reviewing
Sessions, page 14.

You can also compare the two muscles, or report on the patie
Generating Trend Reports, page 16).

ENDURANCE (or RESISTANCE)

This protocol assesses a sustained contraction. The patient contracts as strongly as they can during an extended
period (about 20 seconds). This monitors the recruitment of the slow twitch fibers (muscle endurance). The
contraction should be performed against static resistance (isometric contraction).

This protocol calculates three statistics: variability, mean and area under the curve.

1 As with maximal force, Variability measures the neuromuscular stability. The Mean measures the average
intensity of the contraction. Since there is no standard value that it can be compared to, it is recommended to
measure the healthy side and compare both results. Area under the Curve during work period indicates the
level of energy produced by the contraction.

The script is divided into 5 steps:

1. Read instructions: Gives you an overview of what to expect; no data is recorded; press any key when you are
done.

N

Verify signal: Take the time to make sure the sensor and cables are connected properly. No data is recorded.
Pressing any key on your keyboard allows you to advance to the next activity.

3. Pre-Baseline: The patient must relax.

P

Contract and Hold: The patient contracts as strongly as they can during an extended period (about 20
seconds).

5. Post-Baseline: Comparison of resting levels (pre/post) assesses the ability to recover.
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T T T 3 =
Endurance Test

This soript consists of 3 parts:

BioGréph Y
(G |

(BioGréph )|

L1 1

(BioGréph Y

MZ Contract and- Hold T 5. Post base

At the end of the session, you can enter session notes (see Stopping a Session, page 12). We recommend entering
the name of the muscle in the description field.

You can then review the session with the screen Report-Review 1 Ch Endurance in the category Report-Review
and generate a session report. To learn how to review a session and create a report, please read Reviewing
Sessions, page 14.

You can also compare the two muscles, or reportonthepat i ent 6s progress, by generating

Generating Trend Reports, page 16).
ADVANCED PROTOCOLS

These are the advanced protocols (with associated review screens) that can
be accessed by clicking the Quick Start button.

Category: REHAB i Assessment Protocols
The protocols used with 1 EMG are:

f Ri 047 1Channel EMG Assessment, with the review screen 1 Ch
Assessment

The protocols used with 2 EMG are:

 Ri-057 2 Channel EMG Assessment, with the review screen 2 Ch
Assessment

1 CHANNEL EMG ASSESSMENT (FOR ONE MUSCLE)

This is a complete assessment of the muscle with 5 activities: pre baseline, fast flicks (rapid contractions), work/rest,
endurance (resistance) and post baseline. This script will help you to detect potential hypo/hyper tonicity (max work,
mean rest) or velocity (onset & release time).

Fast flicks (or rapid contractions): the patient repetitively contracts as quickly and strongly as they can. This
monitors the recruitment of the fast twitch fibers (muscle strength and velocity). This is done at the beginning of the
session, since these fibers are the first to get fatigued.

I Statistics: Maximum contraction.

Work/Rest: the patient contracts the muscle to a high but comfortable level, and then relaxes. This is repeated only
few times to avoid fatiguing the muscle. This monitors the recruitment of both types of fibers (muscle control).
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1 Statistics: Maximum contraction, variability (neuromuscular stability), area (energy) and onset time (muscle
activation velocity) during work period, and release time (muscle deactivation velocity), variability (heuromuscular
stability) and mean (resting level) during rest period.

Endurance: The patient contracts as strongly as they can during an extended period (about 20 seconds). This
monitors the recruitment of the slow twitch fibers (muscle endurance).

1 Statistics: Mean (averaged contraction), variability (neuromuscular stability), area (energy).
Baseline (pre/post): The patient must relax. Comparison of resting levels (pre/post) assesses the ability to recover.

1 Statistics: Mean and variability (neuromuscular stability).

(BioGréph )

i

3. Pre-baseline

=3
[ 3 pre— w0

(BioGréph ) (BioGréph )

SSRERARRERRRRRR AR S o

4. Fast flicks

S T

?vaork/Rest

orumR TS

6. Endurance

7. Post baseline
At the end of the session, you can enter session notes (see Stopping a Session, page 12). We recommend entering
the name of the muscle in the description field.

You can then review the session with the screen Report-Review 1 Ch Assessment in the category Report-Review
and generate a session report. To learn how to review a session and create a report, please read Reviewing
Sessions, page 14.

You can also report on the patient 0 SGenemntongTreacsReportshppge 46¢.ner at i ng
2 CHANNEL EMG ASSESSMENT (FOR TWO MUSCLES)
This protocol can be used to compare agonist and antagonist muscles, or measure a bilateral difference.

It consists of a series of contractions and relaxations (Work/Rest) where percentage of difference is computed. The
percentage of difference has to be used carefully. This measurement is only relevant when there is no (or very little)
activation/deactivation delay between the muscles, or if they are in opposite phase (agonist vs. antagonist). This
measure is not very relevant to compare the agonist with its synergist. This protocol also displays the EMG signal of
both muscles on the same line graph, so you can verify the timing.
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1 Statistics: Maximum %. For bilateral difference, maximum % should be minimized. For agonist/antagonist,
maximum % should be maximized.

Maximum % is referred to maximal force or MVC. First you must set the value in virtual channel V23 (A: EMG as
% of value). To edit V23, select Edit in the menu, on top of the screen. Then click on Edit Virtual Channel
Settings, select V23 and edit Input 2 Constant Value.

The script is divided into 3 steps:

1. Read instructions: Gives you an overview of what to expect; no data is recorded; press any key when you are
done.

2. Verify signal: Take the time to make sure the sensor and cables are connected properly. No data is recorded.
Pressing any key on your keyboard allows you to advance to the next activity.

3. Rest-work cycle: The patient performs the movement (Work phase) for 5 seconds, five times. You can modify
the timing if it is not suitable for the movement (see Changing Script Settings, page 17).

El
EMG EVALUATION

This seript consists of 3 parts:

mmmmmmm

BioGréph )
L BioGIop

(BioGraph )

Netrsrs vt Vo 503 v

1. Instructions N 2. Verify signal 3. Rest-vgork

At the end of the session, you can enter session notes (see Stopping a Session, page 12). We recommend entering
the names of the involved muscles in the description field.

You can then review the session with the screen Report-Review 2 Ch Assessment in the category Report-Review,
and generate a session report. To learn how to review a session and create a report, please read Reviewing
Sessions, page 14.

Youcanalsor eport on the patientdés pr ogr désneratingTyendReportsypageléhg a tr en
SPECIALIZED PROTOCOLS

SEMG is widely used in the evaluation of low back pain, patellofemoral pain and unstable shoulder. To learn more
about these, please read your clinical guide, installed on your computer with the other documents (click on the
BioGraph Infiniti Docs & Editors icon on your desktop).

These are the specialized protocols (with associated review screens) that can
be accessed by clicking the Quick Start button.

Category: REHAB i Assessment Protocols
The protocols used with 2 EMG are:

f Ri 067 Low Back Pain Evaluation, with the review screen 2 Ch
Assessment

T R 07171 Patellofemoral Pain Evaluation, with the review screen 2 Ch
Assessment

R7T 08171 Unstable Shoulder Evaluation, with the review screen 2 Ch
Assessment

LOW BACK PAIN EVALUATION
This script allows you to assess low back pain.

The script is divided into 5 steps:
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1. Read instructions: Gives you an overview of what to expect; no data is recorded; press any key when you are
done.

2. Verify signal: Take the time to make sure the sensor and cables are connected properly. No data is recorded.
Pressing any key on your keyboard allows you to advance to the next activity.

3. Pre-baseline: The patient must stand straight and relax, ready to start the movement.

4. Rest-work cycle: The patient performs the bending within 10 seconds when prompted to "Work", and then
stands up when p.Te®erkised repeated'tHRee 8mea You can modify the timing if it is not
suitable for the movement (see Changing Script Settings, page 17).

5. Post-baseline: The patient must stand straight and relax.

e
E]

*Replaying mode. Script session. Client: TTL, TTL. Screen: LBP - 2Ch Line Graph ... | 3

Placement of
electiodes

iy

0\
W |
(BioGréph Y Press akey 1o comtime (BioGraph ) w— - = BioGraph )
Title Page 1. Instructions 2. Verify signal

*Replaying mode. Script session. Client: TTL, TTL. Screen: LBP - 2h Line Graph ... .| b #Replaying mode. Script session. Client: TTL, TTL. Screen: L8P - 2Ch Line Graph ... _| £ * Replaying mode. Script session. Client: TTL, TTL. Screen: LBP - 2Ch Line Graph ... . L]
e~ S Eat Ogtions Vw1 Fia Sesso Eat Ot Vew 1y i St Eat Oyt F

oGréaph ) (BioGraph )
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4. ‘Work/Ré‘s'i“cycI’es (beﬁ(dlng) 5. Post-baseline

Explanation of the statistics:

T Meanof pre/ post baseline: resting v olrastnglevelh(maipos) be bel ow 5¢)
assesses the ability to recover.

1 Mean during Work/Rest should be within 35% of each other through a series of ranges of motion.

1 Maximum during Work/Rest should be within 35% of each other, if the range of motion was controlled and
straight.

T Minimumduring Wor k/ Rest should be below 5¢gV.
At the end of the session, you can enter session notes (see Stopping a Session, page 12).

You can then review the session with the screen Report-Review 2 Ch Assessment in the category Report-Review
and generate a session report. To learn how to review a session and create a report, please read Reviewing
Sessions, page 14.

You can also report on the patient 0 SGenemntongTreacsReportshppge 6. ner at i ng
PATELLOFEMORAL PAIN EVALUATION

This script allows you to assess patellofemoral pain.

The script is divided into 5 steps:

1. Read instructions: Gives you an overview of what to expect; no data is recorded; press any key when you are
done.

2. Verify signal: Take the time to make sure the sensor and cables are connected properly. No data is recorded.
Pressing any key on your keyboard allows you to advance to the next activity.
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3. Pre-baseline: The patient must remain relaxed with the involved leg on the step block and the other leg down,
and must be ready to start the movement (good leg down).

4. Rest-work cycle: The patient steps up within 5 seconds when prompted to "Work", and steps down when
prompted to "Rest". The exercise is repeated three times. You can modify the timing if it is not suitable for the
movement (see Changing Script Settings, page 17).

5. Post-baseline: The patient must remain relaxed, with the involved leg on the step block and the other leg down.

L—]
Verify the signal and press a key to conitnue.

Title Page

T

e e S

T e e e ) e e 111
Pre-baseline. REST...

4. Work/Rest cycles B 5. Post-baseline
(step up/down)

Explanation of the statistics:

1 Meanof pre/ post baseline: resting values should be below 5¢
assesses the ability to recover.

T Mean of VMO/VL ratio during Work/Rest should be greater than 1, ideally around 2.
At the end of the session, you can enter session notes (see Stopping a Session, page 12).

You can then review the session with the screen Report-Review 2 Ch Assessment in the category Report-Review
and generate a session report. To learn how to review a session and create a report, please read Reviewing
Sessions, page 14.

You can also report on the patient 0 GenemtogTreadsReportshppge6¢. ner at i ng
UNSTABLE SHOULDER EVALUATION

This script allows you to assess shoulder instability.

The script is divided into 5 steps:

1. Read instructions: Gives you an overview of what to expect; no data is recorded; press any key when you are
done. Videos show the 7 different movements.

2. Verify signal: Take the time to make sure the sensor and cables are connected properly. No data is recorded.
Pressing any key on your keyboard allows you to advance to the next activity.

Pre-baseline: The patient must keep the shoulders relaxed.

4. Rest-work cycle: The patient performs the movement within 5 seconds when prompted to "Work", and comes
back to the initial state while maintaining the shoulder blade pinched when prompted to "Rest". The exercise is
repeated three times. The movements are described in your clinical guide. You can modify the timing if it is not
suitable for the movement (see Changing Script Settings, page 17).

5. Post-baseline: The patient must keep the shoulders relaxed.
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